
28
Bocci

DESCRIPTION

28 SERIES

28 results from an innovative fabrication process that manipulates both the temperature and the direction of

air flow into blown glass. The result is a slightly distorted sphere with an interior landscape of satellite shapes,

including an opaque milk glass diffuser that houses either a low-voltage xenon or LED lamp.

RANDOM

The 28 random is suspended using coaxial cable and composed in ambient groupings.
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CATALOG

ADDITIONAL INFORMATION

SIZE

28.1: One pendant

28.3: Three pendants

28.5: Five pendants

28.7: Seven pendants

28.9: Nine pendants

28.11: Eleven pendants

28.16: Sixteen pendants

28.20: Twenty pendants

28.28: Twenty-eight pendants

28s/sp: Surface light

28s brass: Surface light

DIMENSIONS

Pendant: Ø 6.5"

MATERIALS

Blown Glass, Braided Metal Coaxial Cable, Electrical Component

COLOR

Color pendant options available

$275 upcharge per color pendant

CONNECTION + DROP

$40 - Extra coax lengths - per 10’ increment

(Maximum length is 100’)

Adjustable: 28.1-28.9

Non-adjustable: 28.11-28.61

LAMPING

Lamps and power supplies included.

Please specify 20w xenon or 1.5w LED.

CANOPY

Brushed nickel or white powder coated adjustable lengths canopy: 28.1 to 28.7

28.1 - 4.5” Ø canopy

28.1m - 1.2” Ø canopy

28.1mi - 3.5” Ø canopy

28.1mo - 1.5” Ø canopy

28.3 - 6” Ø canopy

28.5 - 8” Ø canopy

28.7 - 8” Ø canopy

28.9 - 47” x 8.8” rectangular canopy (linear)

28.11 - 33.5” x 11.2” rectangular canopy

28.11 - 23.6” Ø round canopy

28.11 - 20” x 20” square canopy
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28.16 - 43.3 x 14.6” rectangular canopy

28.16 - 23.6” x 23.6” quare canopy

28.19 - 20” Ø round canopy (cluster)

28.20 - 52” x 11.8” rectangular canopy

28.20 - 29.7” Ø round canopy

28.28 - 52” x 17.5” rectangular canopy

28.28 - 29.7” x 29.7” square canopy

28.37 - 23.6” Ø round canopy (cluster)

28.61 - 27.8” Ø round canopy (cluster)

28s - 2.2” Ø mounting plate rated for wall and ceiling use

28sp - 4.5” Ø paintable mounting plate rated for wall and ceiling use

28s brass - 3" Ø mounting plate rated for wall use

CUSTOM

Available

SPEC SHEETS VIEW BOOK INSTALL GUIDES RANDOM 3D FILES .ZIP TABLE 3D FILES .ZIP

WALL/CEILING 3D FILES .ZIP
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