SPECIFICATION SHEET AUTUMN WINTER 2822

SIMPLE Z

SIMPLE SERIES illustrates that often, less is enough.

Emphasising the beauty and grace within the slightest of gestures, SIMPLE SERIES transforms
minimal points and lines into glowing structures.

In SIMPLE Z four glass tubes cap the ends of a transversal structure.
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SPECIFICATION SHEET AUTUMN WINTER 2822

SIMPLE Z

1396MM (54.77) 40MM (1.77)
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FRONT VIEW SIDE VIEW
SPECIFICATIONS PRODUCT OPTIONS WARRANTY

Ordering Code:
S.Z.P

Lamp:

T.7T.110* G9 110V LED 4.5W 3000K
T.T.240* GS 240V LED 4W 2700K
BAN.110% E26 110V LED 4W 2200K
BAN.240% E27 240V LED 4W 2200K
*Frosted Test Tube lamp cover
+tBanana Globe

Lumens:
1000 - 1600 LM

Finishes:

AB Aged Brass

HRB Hand Rubbed Brass
DB Dark Bronze

MP Mottled Patina

PB Polished Brass

CR Chrome

SN Satin Nickel

24K 24K Gold

Suspension:
Rod Vertical Rod

Canopy:*
RFS Round Flush Small

3 Years Fixture

Simple Positive Pendant

is a solid fixture that
will require very little
maintenance over the years.

If your Simple Positive
Pendant is treated with care,
it will shine brightly for
many years

to come.

Contact us for custom
variations.

Voltage: RFM Round Flush Medium
110 / 248 V RSM Round Surface Medium
*Refer to Canopy Specification
Watts: )
Guide

16 - 18 W

Weight:

Approx. 4.5 kg¥*

*Exclusive of canopy 120/

@ 240v | | P20 b

Exclusions:

User interface, Dimmer unit Installation should only
be undertaken by a qgualified
professional
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